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Weight reduction potential 
through optimization of 
distribution of forces 
a. Conventional distribution 
of forces with a 
MacPherson suspension
b. Optimized distribution of 
forces with an orbital 
wheel and MacPherson
a. Inner rim base
b. With mounted tire
c. Mounted outer rim base
d. Final assembly of wheel & bearing
e. Outer bearing seat
f. With two tapered roller bearings 
and radial sealing rings
g. With inner bearing seat and 
adjusting ring
h. Assembled with brake disk
Source: IIHS
Source: EU patent EP 0 758 597 B1
Source: Daimler
Advantages of wheel independent 
steering:
‐ Reduced energy consumption
‐ Better driving performance
‐ High active safety potential
Potential of Integration of a simple 
camber actuator, thus:
‐ Better grip
‐ Enhanced cornering stability
Rim
Orbital Wheel Bearing
Brake Disk
Tire Leaf Spring
Linear Damper
Two Axis Independent Steering System
Lower Damper Mounting
Advantages of a GPFR leaf spring:
‐ More durable, due to higher fatigue 
strength than steel
‐ Possibility to change kinematics by 
change of fiber layup
‐ Weight reduction
‐ Function integration
Final chassis:
‐ Easy activation of individual toe and 
camber angle possible Source: gaadiwaadi.com
Need for sensors:
‐ Prediction if crash is inevitable for 
sufficient protection
‐ Todays sensors are sufficient 
‐ 0.5m detection in advance is 
enough for turning the wheel to use 
it as a shield
a. Space model for topology optimization
b. Topology optimization for global load 
path finding
c. Final body in white
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Reduction of intrusion by turning 
of the wheel by 30°:
>30%
20‐30%
10‐20%
<10%
Source: ADAC Source: Schimpl
